
Semi Automatic Poultry Processing Units

CP 1000 GB & CP 1500 GB

Features

•Allows dressing of birds in a
hygienic manner

•Killing Cones with blood catch tray
and plastic tub to collect blood

•Strong Arm Unit with perforated
basket of to make dressing of
birds easier

•Scalding Tank with gas fitting to
scald birds in hot water

•De-feathering machine with door,
catch tray, feather trolley and
plastic crate

•Evisceration Table

•Portioning Machine

•Bagging Cone with spring loaded
flaps to pack whole chicken in
plastic bags

SEMI-AUTO CP 1000 & 1500 GB PLANTS

Application

To process a large number of birds per

day (more than 1000 birds) in a semi-

automated process.

Capacity

The CP 1000 GB Plant can process

2000 birds per day, and the CP 1500

GB Plant can process 3000 - 3500

birds per day. For more information,

please refer technical data overleaf.
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CORPORATE OFFICE
RND AUTOMATION PVT LTD • 1/4 Shiv Complex •  Kondhwa Budruk • Pune 411 048 • Maharashtra • India 
Tel: +91 20 26930100 • 26930936 • Fax: +91 20 26930226 
Email: sales@rndautomation.co.in

WEBSITE
www.rndautomation.co.in

R
N
D
•
C
O
R
P
•
2
0
1
2

CP 1000 GB

•Bird Loading Table 

•12 Killing Cones

•24” Scalding Tank

•Strong arm unit (10

Birds/Batch)

•CP1000GB (De-feathering

Machine)

•6’x4’x3’ Evisceration Table

•Kleen Kut-K2

•Bagging Cone

•Spares tool kit

CP 1000 & 1500 GB Components

Evisceration Table12 Killing Cones

Strong Arm with Scalding Tank and De-feathering Unit
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CP 1500 GB

•Bird Loading Table 

•24 Killing Cones

•30” Scalding Tank

•Strong arm unit (15

Birds/Batch)

•CP1500GB (De-feathering

Machine)

•6’x4’x3’ Evisceration table

•Kleen Kut-K3

•Bagging Cone

•Spares tool kit

24 Killing Cones
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The CP 1000 GB Plant can incorporate a 0.7 X 3 M Screw Chiller & 2 Mtr Drip Drum
The CP 1500 GB Plant can incorporate a 1 X 4.5 M Screw Chiller & 2 M Drip Drum

Technical Data

Models 1000 GB 1500 GB
Kleen Kut

K2

Kleen Kut

K3

Single Phase
220VAC(+/-15%), 50Hz

Three Phase
415VAC (+/-15%),50Hz

✓ ✓ ✓ ✓

HP 1.0 1.5 1.0 1.5

KW 0.75 1.1 0.75 1.1

Gear Box Drive ✓ ✓

With Door ✓ ✓

Dimensions

Bird Loading

Table*
H- 835 L- 1225 W-615

12 Killing Cones H- 1395 L- 1140 W- 1060

24 Killing Cones H- 1395 L- 1405 W- 1180

24” Scalding Tank H-945 24” DIA

30” Scalding Tank H-945 30” DIA

1000 GB H- 945 L- 1230 W- 630

1500 GB H- 950 L- 770 W- 860

Evisceration

Table*
H- 920 L- 1782 W- 1132

Bagging Cone* H- 302 250 DIA

Kleen Kut K2 H- 550 L- 660 W- 340

Kleen Kut K3 H- 565 L- 660 W- 340

Common to both CP 1000 GB & CP 1500 GB


